
CERTIFICATE NUMBER 26-0468253-PDA

EFFECTIVE DATE 28-Jan-2026

EXPIRY DATE 27-Jan-2031

ABS TECHNICAL OFFICE Hamburg Engineering Department

 
 
 
 
 
 
 

This is to certify that a representative of this Bureau did, at the request of 

HKS GMBH INDUSTRIELLER HERSTELLER 
located at 

VON KOMPENSATOREN UND SCHLAEUCHEN,

SCHONENFAHRERSTR. 1,  , D-18057 ROSTOCK, Germany
assess design plans and data for the below listed product. This assessment is a representation by the Bureau as to the degree

of compliance the design exhibits with applicable sections of the Rules. This assessment does not waive unit certification or

classification procedures required by ABS Rules for products to be installed in ABS classed vessels or facilities. This

certificate, by itself, does not reflect that the product is Type Approved. The scope and limitations of this assessment are

detailed on the pages attached to this certificate.

Product: Expansion Joints 

Model: ERV-GS, ERV-GS-VSD, ERV-GS-ZS, ERV-GS-GF-ZS 

Endorsements:

Tier: 2 - PDA Issued

 
This Product Design Assessment (PDA) Certificate remains valid until 27/Jan/2031 or until the Rules and/or Standards used
in the assessment are revised or until there is a design modification warranting design reassessment (whichever occurs first).
 
Acceptance of product is limited to the "Intended Service" details prescribed in the certificate and as per applicable Rules and
Standards.
 
This Certificate is valid for installation of the listed product on ABS units which exist or are under contract for construction
on or previous to the effective date of the ABS Rules and standards applied at the time of PDA issuance. Use of the Product
for non-ABS units is subject to agreement between the manufacturer and intended client.

																		

American Bureau Of Shipping

 
Efstratios Maliatsos,Engineer/Consultant
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VON KOMPENSATOREN UND SCHLAEUCHEN 
SCHONENFAHRERSTR. 1 
D-18057 ROSTOCK  
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Telephone: +49 (0) 381 865160-15                
Fax: +49 (0) 381 865160-60 
Email: info@hks.de 
Web: www.hks.de 
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Product: Expansion Joints
Model: ERV-GS, ERV-GS-VSD, ERV-GS-ZS, ERV-GS-GF-ZS
Endorsements:

 
Intended Service: 
Fire resistant expansion joints for use in lubricating oil piping systems and in Class III fresh water systems in
machinery spaces on-board of Marine and Mobile or Fixed Offshore Installations.
 
Description: 
Rubber Expansion Joints, bellow made of NBR (Nitril) seamless abrasion-resistant liner, reinforced with zinced steel
wire cord and covered with chloroprene CR. Rotating flange made of carbon steel, el. zinced.
Sizes DN 32 to DN 250: Fire resistant to ISO 15540 and ISO 15541.
Markings:
ERV - GS: Rubber expansion joint.
ERV - GS - VSD: Rubber expansion joint with inner supporting ring
ERV - GS - ZS: Rubber expansion joint with tie-rods
ERV - GS - GF - ZS: Rubber expansion joint with tie-rods and counter flanges 
 
Rating: 
For lubricating oil:
DN 32 to DN 250: Nom. Pressure/ Temperature :10 bar/ 80°C
For fresh water:
DN 32 to DN 250: Nom. Pressure/ Temperature: 6 bar/ 90°C
           
 
Service Restriction: 
1) Unit Certification is not required for this product. If the manufacturer or purchaser request an ABS Certificate for
compliance with a specification or standard, the specification or standard, including inspection standards and
tolerances, must be clearly defined.
2) Expansion joints are to be installed as close as possible to an anchor point.
3) Expansion Joints are to be installed in accessible locations to permit regular inspection and / or periodic servicing.
4) Expansion Joints require installation against a full face length.
5) Expansion Joints are to be permanently marked with the manufacturer’s name and the month and year of
manufacture.
 
Comments: 
The Manufacturer has provided a declaration about the control of, or the lack of Asbestos in this product.
 
Notes/Drawing/Documentation: 
Drawing No. 4-A-10736_B, Rubber expansion joint DN50/PN16, Revision: -, Pages:
Drawing No. 4-A-12185-GS_B, Rubber expansion joint Type ERV-GS, Revision: -, Pages:
Drawing No. 4-A-12186-GS_B, Rubber expansion joint, type with inner support ring Type ERV-GS-VSD, Revision:
-, Pages:
Drawing No. 4-A-12187-GS_B, Rubber expansion joint, type with inner support ring Type ERV-GS-ZS, Revision: -,
Pages:
Drawing No. 4-A-12188-GS-GF-ZS_B, Rubber expansion joint, Type with tie-rods & counterflanges Type ERV-GS-
GF-ZS, Revision: -, Pages:
Drawing No. 4-A-12573_B, Rubber expansion joint, Rubber expansion joint DN100/PN16, Revision: -, Pages:
Drawing No. 4-A-12807_B, Rubber expansion joint DN80/PN16, Revision: -, Pages:
 
----------------------------------Drawing List Covered under 21-2078114-PDA-----------------------------------
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HKS GMBH INDUSTRIELLER HERSTELLER  
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Drawing No. RubberExpansionJoints, Complete Drawing Set, Revision: -, Pages:
 
-----------------------------------Drawing List Covered under 16-HG1485081-PDA-------------------------------
Drawing No. Test Certificate DN100 ISO 15540 & ISO 15541, Test Certificate DN100, Revision: -, Pages:
Drawing No. Test Certificate DN250 ISO 15540 & ISO 15541, Test Certificate DN250, Revision: -, Pages:
Drawing No. Test Certificate DN32 ISO 15540 & ISO 15541, Test Certificate DN32, Revision: -, Pages:
Drawing No. Druck- und Berstpruefungen 04.02.2016, Pressure Test Records, Revision: -, Pages:
 
Terms of Validity: 
This Product Design Assessment (PDA) Certificate remains valid until 27/Jan/2031 or until the Rules and/or
Standards used in the assessment are revised or until there is a design modification warranting design reassessment
(whichever occurs first). 
 
 
Acceptance of product is limited to the "Intended Service" details prescribed in the certificate and as per applicable
Rules and Standards. 
 
 
This Certificate is valid for installation of the listed product on ABS units which exist or are under contract for
construction on or previous to the effective date of the ABS Rules and standards applied at the time of PDA issuance. 
 Use of the Product for non-ABS units is subject to agreement between the manufacturer and intended client. 
 
STANDARDS
 
ABS Rules: 
2026 Rules for Conditions of Classification 1A-1-4/7.7, 1A-1-A3, 1A-1-A4, which covers the following:
2026 Rules for Building and Classing Marine Vessels: 4-6-2/3, 4-6-2/5.7.3(b), 4-6-2/5.8.1(b), 4-6-2/5.15, 4-6-2/5.17,
5C-8-5/3.2.2
 
2026 Rules for Conditions of Classification: 1B-1-1-4/9.7, 1B-1-A2 and 1B-1-A3, which covers the following:
2026 Rules for Building and Classing Offshore Units: 4-2-1/11.7
 
National: 
NA
 
International: 
ISO 15540:2016
ISO 15541:2016
 
Government: 
NA
 
EUMED: 
NA
 
OTHERS: 
NA
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